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Introduction 

 

The City of Delaware maintains established policies regarding winter snow and ice 

events to assure acceptable service levels for highways, streets, multi-use trails and 

parking lots. The level of service by which snow and ice covered surfaces can be 

properly addressed is associated with staffing, equipment and material availability.  

While technology changes have provided for some improvement to the snow 

management operation, street network expansion - in association with land 

development activity - continues to strain resources and necessitate adjustments to 

practices and policy.   
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The City is responsible for 305 lane miles of roadway pavement.  For a winter with 

average precipitation, approximately 3,000 tons of road salt or a salt/aggregate mix is 

applied annually for winter operations.  We have the capability to store approximately 

3,500 tons of stockpiled salt and aggregate in the salt storage building at 440 E. 

William Street and up to 24,000 gallons of salt-brine used for pre-treating pavement 

and pre-wetting salt before application.  

 

Central Ohio averages 27 inches of annual snowfall, November through April.  The 

level of snow clearing service provided depends on snowfall amount and rate of fall.  

For snowfalls of less than three inches, the priority I and II roads can be maintained 

passable through a combination of pretreatment applications, salting application and 

then plowing.  Plowing will not typically occur on Priority III streets comprised 

primarily of residential roads, as the light accumulation of snowfall is generally packed 

tight from traffic by the time plow operators are done working on the higher priority 

streets.  The local streets will be managed with pretreatment and salting applications.  

For winter storms yielding more than three inches of snowfall, all streets are managed 

in the same manner.  However, significant accumulations generally mean plows will 

not be able to address the local subdivision streets for a day or longer until all higher 

priority streets are clear.     

  

Streets are cleared in order of a predetermined prioritization that begins with the 

highest-travelled/highest-speed arterial streets, then the moderately-travelled 

collector streets, and ending with the lowest-travelled local streets, generally 

restricted to subdivision side streets, loops streets and cul-de-sacs.  Public alleys are 

not included in the plowing program, though at times may be addressed to facilitate 

public refuse collection.  Plows will generally continue on higher-order streets until 

snowfall ends allowing for completed edge-to-edge pavement clearing.  Adhering to 

this prioritization is critical in maintaining emergency service access routes to all 

business and residential areas throughout the community.  Within the subdivisions, 

plow operators will attempt to clear streets curb–to-curb, which generally requires 

making two clearing passes in each direction.  Cars parked within the roadway limit 

the ability to clear streets to the curb line.  Plow operators do not return to areas to 

check if parked cars have been moved.  During this operation, snow is windrowed 

across driveways and sidewalk ramps, which at times leads to property owner 

frustration over having to re-shovel the area.  Removing snow edge-to-edge improves 

roadway safety, while maintaining mailbox access, refuse collection, and drainage to 

curb inlets and storm drains. 

 

During the course of plowing activities, mailbox damage can occur.  The City will assess 

damage in accordance with the Mailbox Policy included as Appendix B of this policy, to 

determine if the City is liable for making repairs.  A mailbox not sturdy enough to 

withstand the force of snow plowed against it, or damaged because it protrude over 

the curb line, will not be repaired by the city. 

 

Traffic signals at various locations are set in “flash mode” at the discretion of the Public 

Works Department and/or city safety forces to reduce vehicle collision risk on steep 

grades under icy conditions. Flash mode is minimized as pedestrians are not provided 

a protected crossing phase while operating.  Intersections subject to flash mode 
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include William St. and Elizabeth St., Central Ave. and Elizabeth St., Sandusky St. and 

Spring St., and Sandusky St. at the OWU Jaywalk. 

 

Government Coordination 

 

The City’s Street Division Superintendent is responsible for administering all aspects of 

the snow and ice management program operations including coordination among 

multiple jurisdictions.  The superintendent hosts an annual pre-season meeting with 

other departments and agencies to review policy, and discuss potential service-level 

coverage and route coordination changes.  Decisions made at the meeting are 

journalized in agreements between the agencies listed in Appendix A.  Agencies 

included in the meeting are: 
 

City Public Works, Police, Fire, City Manager and Parks Departments 

  Ohio Department of Transportation District 6 County Garage 

  Delaware County Engineer’s Office 

  Concord, Delaware, Liberty and Troy Townships 

  Delaware City and Olentangy Local Schools 

  Delaware Christian School and St Mary School 

 

Snow Emergency - Level 1, 2 and 3 Events 

 

In accordance with Ohio law, the City of Delaware recognizes the following snow 

emergency classifications as declared by the Delaware County Sheriff:  

Level 1 - Conditions are hazardous; Motorists should drive carefully.  

Level 2 - People should only drive if absolutely necessary.  

Level 3 - Roads are closed to non-emergency travel. Police may arrest motorists who 

are on the road unnecessarily.  

During Level 2 & 3 snow emergencies, the City Executive Support Group coordinates 

public works and emergency response forces in accordance with the CEMoP (City 

Emergency Management Operations Plan) through daily remotely accessible 

teleconferencing.  The Public Works office is open until 10 p.m. for Level 2 snow 

emergencies, and remains open continuously during level 3 snow emergencies to 

receive public inquires and emergency calls at 740-203-1810.    

 

Treatment Options 

 

A variety of snow and ice management materials and techniques are available.  

Temperature plays a critical role in determining the best application of snow and ice 

management materials.  Road salt is the primary material utilized by the city in de-

icing roadway surfaces.  Road salt is typically spread on a roadway surface directly 

over accumulated snow to aid melting.  A pre-wetting salt brine solution is sprayed 

over the salt in the truck bed to expedite salt activation.   When salt is combined with 

water, the resultant brine solution’s freezing point is reduced, allowing for better 

melting and clearing. Subsequent plowing becomes more effective once the salt brine 

breaks up the snow cover.  Salt stockpiles also can be mixed with a fine aggregate to 

extend the per-ton coverage.  The city utilizes up to 25 percent (by weight) mixes of 

No. 9 stone aggregate and salt. This mixed salt can provide traction to icy surfaces 

when colder temperatures limit salt’s melting effectiveness.  However, a ton of mixed 



 

City Of Delaware, OH                                                                                                                  Page 5 of 11 

salt, when applied at the same rate as straight salt, is less effective at melting snow and 

is prone to freezing within the truck bed due to the higher percentage of water in the 

aggregate.  Use of aggregate also requires costly collection (street sweeping) and 

disposal operations at the end of the winter season in order to protect the storm 

collection system. 

 

Pretreating pavement with salt brine reduces snow and ice bond to pavement, 

allowing for more effective clearing as plows pass through.  After application, the 

water evaporates leaving behind a pavement coating of salt that stays in place for up to 

several days in advance of a storm.  In contrast, 75 percent of road salt, when applied 

directly to pavement surface, can be scattered to the pavement edge by exposure to 

traffic, thus reducing efficiency.  Both road salt and salt brine becomes less effective in 

temperatures below 20 degrees.  Agricultural additives such as sugar beet molasses 

can be added to salt piles or salt brine to improve effectiveness at lower temperatures. 

The city utilizes 23.3 percent salt brine to pretreat pavement surfaces in temperatures 

above 20 degrees, and an 80/20 mix of salt brine with beet additive to expand the 

working range down to 10 degrees.  In colder temperatures, additives such as calcium 

chloride are required to safely expand the pretreatment temperature range.   

      

Pretreating operations will occur for all Priority I and II streets in advance of a storm.  

Priority III streets may be pretreated to aid in snow removal when temperatures are 

anticipated to remain below freezing.  Pretreatment should occur on all streets when 

snowfall accumulations are anticipated to be greater than 3 inches.   The benefits of 

applying anti-icing and deicing materials must be carefully monitored against both the 

rising expense and associated environmental impacts.   Research demonstrates that 

the chloride levels of local and regional streams and rivers increase in direct 

association with salt runoff and penetration into the groundwater aquifers, impacting 

the biology of the river systems.    

 

Snow Removal - Prioritization of Services 

 

Plowing occurs when the snow cover must be removed to establish safe passage for 

vehicles.  The city plows all Priority I and II streets to bare pavement for all storms.  

Priority III streets are generally not plowed unless the snow depth exceeds 3 inches. 

 

The city places emphasis on roadways that carry the highest volume of traffic at higher 

speeds.  The city has five primary snow management routes serviced by one or two 

dedicated plow trucks, depending on snow event severity.  A listing of streets and 

associated prioritization is included Appendix C.  Maps delineating the five primary 

Priority I & II Snow Routes and associated streets are included in Appendix D.  To 

maximize plowing efficiency, windrows may be temporarily developed through cross 

street intersections.  Once the mainline pavement is cleared, the plows can return to 

intersections and remove the windrowed snow.  This practice allows plows to 

efficiently clear the maximum miles of main line street in the least amount of time.   

 

Priority I roads are the most critical for emergency vehicle routing, daily commuter 

traffic, industrial and business transport, and for school busing.  In addition, Priority I 

locations include specific “hotspots” that become dangerous in icy conditions such as 

steep hills, dangerous curves, rail crossings, and intersections prone to heavy traffic 
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volumes, congestion or pedestrian crossings.  During an active winter event, Priority I 

roads and locations will be maintained in passable condition at all times and will be 

cleared curb-to-curb, within 12 hours of the event’s conclusion. 

 

Priority II locations include designated major and minor collector roadways within 

the city that serve schools, business centers and residential areas.  All Priority II 

roadways will be cleared curb-to-curb, within 12 hours following completion of 

Priority I roads, and will provide the majority of residents a clear and safe path of 

vehicle travel within ¼ to ½ mile of their residence.   

 

Priority III roadways generally include all remaining neighborhood streets and cul-

de-sacs.  Priorities III streets are cleared in five routes beginning with the current 

refuse collection route and continuing through the remaining routes until all streets 

have been addressed.  All residential roadways will be cleared curb-to-curb, within 48 

hours following the conclusion of a 3-inch or greater snow event. 

 

Cul-de-sacs first will be partially cleared by large plow equipment up to the cul-de-sac 

“bulb.”  Because large plow trucks are not efficient in clearing the bulb’s confined 

spaces, more maneuverable four-wheel drive trucks equipped with plows will be 

assigned to clear the bulb area. Timing of this action is dependent on availability of 

staffing and upon completion of Priority III Routes. 

 

Downtown Business District 
 

Snow removal in the Downtown Business District is impacted by motorist, pedestrian 

traffic, and high volume of on street parking along the curb.  Snow is plowed to the 

center lane of Sandusky Street (between Court Street and Bernard Avenue), center 

lane of Winter Street (between Henry Street and Franklin Street), and center lane of 

William Street (between Henry Street and Washington Street). This practice minimizes 

parking restrictions and allows for business access to be maintained. 

 

Generally, the removal of snow from the center lanes is initiated approximately 48 

hours after a major snowfall, and following the clearing of all Priority I, II and III 

streets.  The delay provides ample opportunity for business and property owners to 

remove snow from the walks to the street curb line where it can be plowed to the 

center during overnight hours.  Snow removal is performed during early morning 

hours to avoid conflicts with traffic and parked cars, generally managed through 

overnight parking restrictions.  The City Manager has the authority to issue a “No 

Parking” ban within specified areas to help facilitate downtown snow removal 

operations. 

 

Delaware Municipal Airport 
 

The airport is considered a high priority due to accident potential.  However, pilots 

generally do not expect the runway to remain clear at an unmanned airport during a 

winter storm.  The Airport Operations Supervisor is responsible for initiating snow 

clearing.  The Airport has two single-axle dump trucks and a power broom/blower for 

snow clearing operations manned by airport personnel.  Additional vehicles are 

equipped with plows and available at the facility to remove snow accumulation from T-
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hangar areas. Assistance from Public Works personnel is available on an as-needed 

basis, but only after all Priority I, II and III roadways are cleared.  The airport runway, 

taxiway, and the apron will be cleared first. If a heavy snowfall results in an equipment 

shortage, hangar area clearing may be delayed. 

 

If runway ice develops, airport personnel will issue a “Notice to Airmen” (NOTAM) 

indicating this condition. A NOTAM is issued upon staffs arrival to the airfield if, in the 

opinion of the person authorized to conduct inspections, runway snow accumulation 

could present a danger to aircraft or braking action has diminished. A NOTAM will also 

be issued prior to airport runway snow clearing or maintenance activity which 

requires operating equipment on the runway or taxiway at any time.  

  

Non-corrosive ice control applications may be applied if available.  Under no 

circumstance can a corrosive material like road salt, calcium chloride or potassium 

chloride be utilized at the airport property for snow and ice control.  A heated 

stockpile of fine aggregate sand is maintained to improve runway traction as needed. 
 

Public Parking Lots 

 

The city has fourteen properties with public parking lots.  The Parks & Natural 

Resources Department is responsible for snow clearing operations of all city lots.  

Some can be cleared by plowing snow to the edge where adequate room exists to 

stockpile snow.  Other lots require stockpiles to be removed so that parking spaces are 

not lost. Clearing parking lots generally begins at 3 a.m. so that public access is 

maintained by the time city buildings open.  Generally all public parking lots can be 

cleared in one 8-hour shift.  

 

The following parking lots are listed in order of priority. 

1. Justice Center 

2. Delaware Community Center YMCA and Field Parking Lot 

3. City Hall 

4. 20 East William Street 

5. East William Street Parking Lot 

6. North Franklin Street Public Lot 

7. East Winter Street Public Lot 

8. Mingo Park Complex 

9. Smith Park Complex 

10. Blue Limestone Park 

11. Hidden Valley Golf Course 

12. Parks and Natural Resources Department Complex  (Ross Street) 

13. Oak Grove Cemetery 

14. East Side Park 

 

Sidewalks and Multi-Purpose Recreational Trails 

 

The Parks & Natural Resources Department is responsible for clearing specified 

segments of public sidewalk and multi-purpose recreational trails.  While the goal is to 

have all sidewalks and trails cleared within 48 hours following the end of snow 

accumulation, the ability to complete the work is subject to the personnel and 
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equipment availability.  Sidewalks cleared and treated with salt include the following, 

in order of priority: 

 

• Sidewalks abutting city owned buildings. 

• Sidewalks abutting city controlled public parking lots. 

• Sidewalks on public highway bridges. 

• Sidewalks abutting city park areas. 

 

Only heavily used sections of multi-purpose recreational trails within the public right 

of way will be cleared of snow.  Trails in remote areas of the community, or in areas 

where there will be little use and that have alternate walking routes available will not 

be cleared.  Trials are not necessarily treated with salt following clearing of snow. 

 

Fire Stations 301, 302 and 303 

 

Fire Department personnel are responsible for clearing parking and apron areas in 

front of the apparatus bays, and pedestrian walks at all stations. The department has 

access to a 4-wheel drive truck outfitted with a snow plow to aid in snow removal.   

 

Staffing and Equipment 
 

Highway operations are principally managed by the Public Works Streets and Traffic 

divisions, with additional support from other departments on an as-needed basis.  All 

single or tandem axle plow truck drivers are required to possess a Class B Commercial 

Driver’s License certification, and are to be trained in the safe operation of large plow 

and salt spreader equipment.  Staff assigned to operate the brine application 

equipment must also be certified with a tanker endorsement.  Non-CDL drivers are 

permitted to operate the ¾-ton and one-ton pickups outfitted with plows, with 

appropriate training.  The core group operates on 12-hour shifts, as required.   

 

The Public Works Department maintains eight single axle and two tandem axle dump 

trucks as the “front line” snow removal equipment.  Each is equipped with 10 or 11 

foot wide plow blade and salt spreader. The single-axle dumps carry 7 tons of salt 

while the tandem axles are both outfitted with V-Body salt spreaders capable of 

carrying up to 12-tons of material. Also available are a number of ¾- and 1-ton pickup 

trucks with plows, skid steers, backhoes and a front-end loader to assist in particularly 

heavy accumulations. The city utilizes a 1,600-gallon anti-icing applicator installed on 

a dump truck for pretreating operations. A second anti-icing applicator is mounted to a 

former street sweeper chassis and cab.  Brine is manufactured at the Public Works 

facility, with a production capacity of 1,500 to 1,800 gallons of 23.3 percent brine per 

hour. 

 

Community Responsibility 

Property owners and motorists alike have a responsibility to do their part in 

maintaining safety during the winter season and are encouraged to follow these 

practices.  This information is posted on the City website as well as on social media 

outlets available to the city.  
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• Adhere to the Snow Emergency Level driving restrictions as initiated by the 

County Sherriff’s office.  

• Keep a safe distance when driving near snowplows and brine application 

vehicles. 

• Never pull up directly behind a plow truck in the drivers blind spot, as plows 

often back up as part of their operation.  

• Do not pass a snowplow on either side as plows can suddenly shift lanes. 

• Keep children away from streets while plows are clearing snow and remind 

children to not play in piled snow along roadways. 

• Move parked cars off the street to allow plow drivers a clear path to work.   

• Drive cautiously during snow and icy conditions. A good rule of thumb is to 

drive at, “half the posted speed limit and give yourself twice the stopping 

distance.” 

• Use winter snow tires to improve traction. 

• Pile shoveled driveway snow to the right of the driveway as you face the street.  

• Do not push snow into the roadway with shovels or snow blowers. 

• Clear snow around fire hydrants.      

• Keep sidewalks and ramps clear and free of snow and ice.  

• Assist elderly or disabled neighbors with snow removal. 

• Check mailbox for conformance to policy.  Make repairs or adjustments as 

required in advance of winter season. 
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Appendix B 

 
Winter Mailbox Repair or Replacement Guidelines 

  

It is the property owner’s responsibility to ensure a mailbox meets the following criteria: 

• The mailbox’s front face is a minimum of 6 inches behind the curb face. 

• The wooden support post is sturdy with no cracks, rot or deterioration.  Even 

cedar posts will deteriorate over time. 

• Metal posts are free of rust or other signs of deterioration. 

• Support hardware (brackets, hinges, bolts etc.) are not loose or rusted. 

 

A properly maintained mailbox should be able to withstand the force of snow being plowed 

against it during normal plowing activities.  The city will not be responsible for repair or 

replacement of mailboxes that fail to meet the referenced criteria.  We suggest property 

owners perform a routine mailbox check-up every year.  

 

What’s the process if my mailbox has been damaged? 

 

1. Contact the City of Delaware Ohio, Public Works Department @ 740-203-1810. 

 

2. A work order is generated and a technician is sent out to inspect the mailbox and make 

temporary repairs if appropriate in order to receive mail.  The actual timing to inspect 

the mailbox is somewhat dependent on the severity of ongoing winter weather event 

however the goal would be to address the issue within 24 hours of it being reported. 

 

3. Following inspection a letter is sent to the property owner indicating the findings.  If 

mailbox is found to be in conformance with the referenced criteria, a Proof of Loss 

Claim form will be included for the property owner to complete. The homeowner will 

be reimbursed for their cost in replacing the damaged mailbox. 

 

4. If the mailbox was determined to be out of compliance with the referenced criteria, the 

letter will identify the specific reason(s) why.  If a property owner wishes to challenge 

our findings, they may do so by completing a Proof of Loss form and submit it to the 

City of Delaware Department of Administrative Services.  The City’s insurance 

company will make a final determination based on the facts provided by both parties. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Appendix C 

Street 

Face of Curb 

or 

Edge of Pavement 

6”  Min. 

Mailbox 

Face of Mailbox 
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Priority 1 Routes

Route 1 Route 2 Route 3 Route 4 Route 5 

36/37 (e to Davidson Ln) W. Central (Sandusky to 203) W  William St (Sandusky St 

521 to DCC Warrensburg Rd    to Spr inger  Woods)

E. William St (to Grand Circuit) London Rd. Liberty Rd 

E. Central Ave    Houk Rd. S Liberty St (William to London) (to Hawthorn Blvd) 

William St Ramps N. Sandusky St  (William to Merr ick) S Houk Rd (William to Pittsburgh) W. Hull Dr 

Central Ave Ramps Lake St       (to Horseshoe Rd) Elizabeth St Pittsburgh Dr Hawthorn Blvd

Pennsylvania Ave Ramps E. Winter Street West Winter St Cheshire Rd.

*Sawmill Pkwy & Cul-de-sac N. Liberty St (William to Penns. )  (to Gregory Rd. and stub to the East)

(*Proposed for  Next Year) Pennsylvania Ave Glenn Parkway 

Troy Rd Ohio Health Blvd

(Roundabout to US 23)

Olentangy Street

Stratford Road

Hot Spots

Route 1 Route 2 Route 3 Route 4 Route 5 

Pinecrest Dr (to Saddletree Ct. ) Hayes St (Hill) Chatham Lane S. Washington St (Hill) Holly Rd 

Western Dreamer Dr King Avenue

(to Knight Dream) Valley Side Drive

Priority II

Route 1 Route 2 Route 3 Route 4 Route 5 

River St Grand Circuit  (to St Rt 36) S Washington St Belle Ave

Hayes St (East of River) Euclid Ave. Spring St Fern Dr

North St (to Armstrong) Hayes Dr. S. Franklin St (Spr ing - William) Holly Rd

Cheshire St Northwood (off Centeral) W Harrison St Somerset (Cottswold to Liberty)

Channing St Grandview Ave Park Ave Cottswold Drive

Vernon Ave Lexington Blvd./Buehler Dr Curtis St Slack Rd

Biltmore Dr Heritage Blvd Springer Woods Blvd Kesslebrooke Ln (Entrance)

Bowtown Rd Executive Blvd. (to Woodhaul) Lehner Woods Blvd Beech Dr

Ashburn Dr Pinecrest Drive Rockmill St. (to Plowington Dr . ) Thornapple Trail 

Fieldcrest Dr Woodhaul (to Pinecrest Dr)  Plowington Dr Tara Glen Dr

Mill Run Crossing Castleton Way Carson Farms Blvd Kitdare Dr to Tara Glen Dr 

Glenn Rd to RR tracks Locust Curve Dr (to Seatrain) Valleyside Drive Ballater Dr (to Kitdare Dr )

Davidson Ln Jaguar Spur Ave Applegate Ln Balmoral Dr

Nutter Farms Blvd Seatrain Dr Willow Run Braumiller Crossing Dr

Henry St Cambridge Rd Rockcreek Dr Maple Vista Dr

Wilmer St Lantern Chase New Market Dr Saphire Flame Dr 

E Harrison St Stonhope Dr Cobblestone Drive Cheshire Crossing Dr

Wootring St Farmland Boulder Dr. (Firestone to Cobblestone) Crystal Petal Dr 

Weiser Ave Merrick Blvd Firestone Dr.(to Boulder  Dr)

Union St (North & South) W Lincoln Ave Penick Ave

E Lincoln Ave W Heffner St Colomet Dr

E Fountain Ave W Fountain Ave Johnson Dr

E Heffner St Oakhurst Dr Henderson Ct

N Franklin St (William - Lincoln) Stover Dr

N Washington St (William - Lincoln) Jegs Blvd.

Ross Street

David St

King Ave

Priority III - All Remaining Network Streets

US 23 North/South (Penns.  

on/off  ramps to SR 315)

US 42 (23 Interchange to 

London Rd.)

S. Sandusky St (William to US 23 

& US 42 Connection)


