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REFERENCE

8" PORTLAND CEMENT  TRANSITION DETAIL
CLASS COC 6 CONCRETE

24" MINIMUM/30' MAXIMUM / |

SECTION A-A
4" of No. 57 STONE AGGREGATE BASE

SAWCUT & REMOVE
8" PORTLAND CEMENT FROM BACK OF CURB .
CLASS COC 6 CONCRETE 3/4

/ &[ FLOWLINE

EX CURB

4" #57 STONE
RUBBERIZED EXPANSION

JOINT MATERIALS

3
I =
Kf \_TAPER CURB HEIGHT

6" TO 0" IN 10 FEET. 8" PORTLAND CEMENT

CLASS COC 6 CONCRETE

TRANSITION DETAIL SECTIONB-B

NOTES:

1. RUBBERIZED EXPANSION JOINT MATERIAL SHALL BE %-INCH REFLEX RUBBERIZED EXPANSION JOINT MATERIAL OR APPROVED EQUAL AND
PLACED WHEREVER NEW CONCRETE WALK ABUTS A DRIVEWAY APPROACH, AROUND STRUCTURES, AGAINST THE BACK OF CURB, AND AT A
MAXIMUM TRANSVERSE INTERVALS OF 30-FT. FOARMTECH CONCRETE EXPANSION JOINT FOAM OR AN APPROVED EQUIVALENT SHALL BE
USED AROUND RADII.

2. COMMERCIAL CONCRETE DRIVEWAY APPROACH AND CURB SHALL BE 8-INCH PORTLAND CEMENT, CLASS COC 6 CONCRETE

DRIVEWAY APPROACH AND CURB SHALL BE POURED INTEGRAL

4. 4" UNDERDRAIN AND CONCRETE GUTTER SHALL BE MAINTAINED AT THE EXISTING CURBLINE.
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