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TYPICAL LOCATION PLAN

SECTION A-A
FOR CONCRETE BASE PAVEMENT

48"

T

T"/3 - ASPHALT CONCRETE, ITEM 448, TYPE II
T"/3 - ASPHALT CONCRETE, ITEM 448, TYPE II
T"/3 - ASPHALT CONCRETE, ITEM 448, TYPE II

A
A

RCC BASE OR
PORTLAND CEMENT
CONCRETE BASE, AS
SPECIFIED

RCC BASE OR
PORTLAND CEMENT
CONCRETE BASE, AS
SPECIFIED

2" ASPHALT CONCRETE -
ITEM 448, TYPE II

1 1/2" ASPHALT CONCRETE -
ITEM 448, TYPE I

RELIEF JOINT AT END OF
EXISTING PAVEMENT
AND AT END OF BASE
POUR.

RELIEF JOINTS SHALL BE A MINIMUM 400' APART,
NOT TO EXCEED MAXIMUM OF 800', WHEN
DISTANCE BETWEEN INTERSECTIONS OR END OF
CUL-DE-SAC EXCEEDS 800'.ONE RELIEF JOINT

BETWEEN ALL
INTERSECTIONS

RELIEF JOINT DETAIL FOR PAVEMENT SECTIONS WITH C/L RADII
TO 500' AND DELTAS (   ) GREATER THAN 50°

NOTE:
1. 2" PREFORMED EXPANSION MATERIAL SHALL BE PLACED AT ALL RELIEF JOINTS IN THE CONCRETE CURB.

END OF EXISTING
CONCRETE PAVEMENT

STANDARD DETAIL
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