
LOCATION PER APPROVED PLAN

CROSS SECTION A-A
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ARMOR TILE DETECTABLE WARNING
OR APPROVED EQUAL  - AT PUBLIC
STREET CROSSINGS ONLY
(DIMENSIONS: WIDTH OF RAMP
BY TWO FEET, COLOR:
'SAFETY YELLOW')
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8" CLASS COC 6 CONCRETE

WHEELCHAIR RAMP TO BE
PERPENDICULAR TO CURBLINE
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VARIES PER PLAN
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5'-0" MIN.
RAMP

TRANSITION LANDING TRANSITION

4" ITEM 304 AGGREGATE

5'-0" MIN.

% IN/FT   SLOPE

1.56   3
16"/FT  1:64

2.08  1
4"/FT  1:48

5.00   0.6"/FT  1:20
8.33   1"/FT   1:12

SECTIONS SECTIONS

2'-0"

1.56% MIN
2.08% MAX.

1.56% MIN
2.08% MAX.

NOTES:
1. ALL JOINTS AT CURB RAMP LANDING SHALL BE SAW CUT.
2. RUBBERIZED EXPANSION JOINT MATERIAL SHALL BE  1/2-INCH REFLEX RUBBERIZED EXPANSION JOINT MATERIAL OR APPROVED

EQUAL AND PLACED WHEREVER NEW CONCRETE WALK ABUTS THE BACK OF CURB, AND AT A MAXIMUM TRANSVERSE INTERVALS OF
30-FT. FOARMTECH CONCRETE EXPANSION JOINT FOAM OR AN APPROVED EQUIVALENT SHALL BE USED AROUND RADII.

RUBBERIZED EXPANSION
JOINT MATERIAL

STANDARD DETAIL
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