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PLAN VIEW

ELEVATION SECTION A-A

(COVER REMOVED)

FACE OF PROPOSED CURBA
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NOTE:
1. CURB & GUTTER INLETS SHALL BE PRECAST UNLESS APPROVED OTHERWISE BY THE CITY.
2. PRECAST WALLS SHALL HAVE A MINIMUM THICKNESS OF 6 INCHES AND BE REINFORCED SUFFICIENTLY TO PERMIT SHIPPING

AND HANDLING WITHOUT DAMAGE.
3. THE INLET BOTTOM SHALL BE SHAPED TO PROVIDE SLOPE OF 3" TO 4" TO OUTLET PIPE. THE CROSS SECTIONAL FORM OF

BOTTOM AND LONGITUDINAL SLOPE IS TO BE ADAPTED TO LOCATION OF OUTLET PIPE AS DIRECTED.
4. OUTLET PIPE MAY BE LOCATED IN FRONT OR BACK AND SHALL BE DIRECTED TOWARDS THE CENTER OF THE INLET.
5. THE EXISTING GUTTER WITHIN THE AREA AROUND THE INLET WHERE CUT OUT, SHALL BE REPLACED WITH CLASS "C"

CONCRETE OR ASPHALTIC CONCRETE PAVING AS ORDERED.
6. THE BACKFILLING WITHIN PROPOSED PAVED AREAS SHALL BE IN ACCORDANCE WITH ITEM 912.
7. WALLS MAY BE BRICK, PRECAST SOLID CONCRETE BLOCKS, CAST IN PLACE CLASS "C" CONCRETE, OR PRECAST CONCRETE.
8. PLACE 4" CURB DRAIN STUBS 30" BELOW TOP OF CURB OR AS DIRECTED.
9. MAXIMUM PIPE DIAMETERS ARE 18" INTO SIDE WALLS AND 24" INTO FRONT OR BACKWALL.

MANHOLE STEPS
PER SEWD -7.0

12" MIN
16" MAX

BOTTOM SLOPE
SEE NOTE 2

MOUNTABLE INLET

(EXISTING AREAS ONLY)

CASTINGS, SEE STD. DRAWING SEWD-9.0

SEE NOTES 4 & 5
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