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WATER

SPECIAL HYDRANT SETTING
TYPE "B" AND "B" MODIFIED

26"

23"

20"

19"

31"

28"

25"

24"

16"
12"

8"

6"

TYPE "B" MOD.TYPE "B"

DIMENSION "L"

EDGE OF PAVEMENT OR EDGE OF PAVED BERM

8'
-0BACK OF CURB

"L
"

2'
-0

MAIN LINE

6"X6"X17" CONCRETE VALVE SUPPORT

CONCRETE BACKER

MECHANICAL JOINT DUCTILE IRON ANCHORING TEE

MINIMUM
12.75"

MECHANICAL JOINT HYDRANT

6" MECHANICAL JOINT VALVE

ANCHORING NIPPLE

MAIN
LINE

6" DUCTILE IRON
ANCHORING
ELBOW

CONCRETE
BACKER

TYPE"B": LONG SIDE BEND TO TEE
TYPE"B MODIFIED": SHORT SIDE BEND TO TEE (REQUIRES APPROVAL PRIOR TO SPECIFYING IN PLANS)

NOTES:
1. FIRE HYDRANTS SHALL BE SET A MINIMUM OF 6'-0 FROM ALL DRIVEWAY OPENINGS.
2. FIRE HYDRANT SHALL HAVE A MAXIMUM BURY OF 7'-0.  MODIFICATION OF THE HYDRANT LEAD TO MEET

THIS REQUIREMENT SHALL BE IN THAT SECTION FROM THE VALVE TO THE HYDRANT.
3. A LAYER OF POLYETHYLENE SHEETING REQUIRED BETWEEN CONCRETE AND WATERLINE, VALVES, ETC.
4. DEAD-END WATER LINES SHALL TERMINATE WITH A FIRE HYDRANT AND WATCH VALVE FOLLOWED BY A

MAIN LINE VALVE, AN ADDITIONAL SECTION OF WATER LINE, AND THEN A PLUG & THRUST BLOCK.
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