BRANCH

3" 4" 6" 8" 12" 16" 20" 24"
L|D|V L|D|V L|D|V LDV L|DJf|V LDV LDV LDV
3" 112 5] 05
4" | 10| 6| 05( 11 8| 0.8
6" [ 9] 710511 8 | 08| 18| 12| 1.9
8" | 8] 805|110 9| 0718 12| 19| 23| 16 3.5
12"| 6 | 12| 06| 8| 12| 0.8 18| 12| 1.9( 23| 16|3.5 |38 22| 8.7
16" 6| 16| 0.8 6| 16( 0.8 14| 16| 2.0| 20| 18| 3.3 |36 | 23| 8.7| 49| 30(13.6
20" 6|20 10| 6| 20| 1.0| 11| 20| 19| 18| 20|33 (35 24| 87| 46| 32(13.6]| 60| 38|26.5
24" 6 (24 1.2 6| 24| 12| 9|1 24| 19| 15| 24|33 (30 28| 87| 42| 36|14.0| 54| 42|26.3| 68| 48|45.4
NOTES:

1. REINFORCING STEEL WILL BE USED AS REQUIRED BY THE ENGINEER
2. DIMENSIONS "L" AND "D" ARE PROVIDED IN INCHES
3. THE APPROXIMATE VOLUME OF CONRCETE "V" IS IN CUBIC FEET.

TRENCH 4" MAX.
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SECTION A-A

NOTES:
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BACKER DESIGNED FOR 3000 PSF SOIL
BEARING.
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CONCRETE TO BE PLACED AGAINST
UNDISTURBED EARTH.
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PROVIDE CLEARANCE FOR REMOVAL OF
BOLTS.

PLAN VIEW 3. ALAYER OF POLYETHYLENE SHEETING
REQUIRED BETWEEN CONCRETE AND
WATERLINE, VALVES, ETC.

st STANDARD DETAIL WATER
DELAWARE BACKING FOR TEES WTRD-11.0
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