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CLASS "C" CONCRETE OR SOLID CONCRETE BLOCK
WALLS FOR PIT SETTING - EXTERIOR MASONRY WALLS TO BE
WATERPROOFED USING STANDARD MASONRY SEALERS. (2)

NO TEES OR BYPASS PERMITTED
WITH BACKFLOW PREVENTOR

MANHOLE STEPS -
EQUAL SPACING OF
12" MIN TO

16" MAX. C/C

NOTES:

1. METERS SHALL BE EITHER A COMPOUND TURBINE (BADGER OR APPROVED EQUAL) OR
ULTRASONIC (OCTAVE BY MASTER METER OR APPROVED EQUAL), AND SHALL BE APPROVED BY
THE PUBLIC UTILITIES DEPARTMENT.

2. BACKFLOW PREVENTORS SHALL BE ASSE 1048 COMPLIANT DOUBLE CHECK DETECTOR
ASSEMBLYS (DCDA) AND SHALL BE APPROVED BY THE PUBLIC UTILITIES DEPARTMENT.

3. AN APPROVED PRECAST METER PIT MAY BE USED IN LIEU OF A CONSTRUCTED PIT FOR OUTSIDE
SETTINGS.

4. PROVIDE A DISMANTLING JOINT BETWEEN THE METER AND VALVE ON THE INLET SIDE,
SMITH-BLAIR 971 OR APPROVED EQUAL.

1'
1'

DISMANTLING JOINT,
WITH METERS ONLY

WHERE APPLICABLE FOR
CT METERS OR DCDAs

ALL HATCHES AND MANHOLES REQUIRE A
LADDER-UP SAFETY POST TO BE INSTALLED
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WATER

METER VAULT

3" TO 12"




