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WATER

INSPECTION METER PIT

DETAILS

3/4" FORD
FB1000-3-Q-NL
CORPORATION

3/4" FORD
FB1000-3-Q-NL
CORPORATION

CL WM

VALVE W/STD
DUTY VALVE BOX

18"X36" ADS (WHITE)

METER PIT W/ NOTCHES
OR SPRINGFIELD TUF-COR
PLUS PLASTIC METER BOX

W/ NOTCHES

3/4 " FORD
B44-333-Q-NL

CURB STOP

3/4 " FORD
B44-333-Q-NL
CURB STOP
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18" 24" MAX 24" MAX 18"

CONNECTION DETAIL
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METER

3/4 " FORD
B44-333-Q-NL
CURB STOP

3/4 " COPPER LINE

3/4 " FORD
B44-333-Q-NL
CURB STOP

3/4 " COPPER LINE
3/4 " BENDS OR
SWEEPING BENT
COPPER TUBING

W/ COUPLINGS

2' MAX

CRUSHED STONE 6"
DEEP MIN.

COPPER LINE

18"X36" ADS (WHITE)

METER PIT W/ NOTCHES
OR SPRINGFIELD TUF-COR
PLUS PLASTIC METER BOX

W/ NOTCHES

PROSOURCE PS500-TLWCL/T RH CAM
LOCK PLASTIC METER BOX RING & TOP
LID DRILLED FOR TOUCH-READ METER SMALL

5/8"x3/4" FORD
BA43-33 2W-Q-NL

NOTES:

1. FOR USE AT RIVER CROSSINGS OR WHERE
DIRECTED BY THE CITY.

2. INSTALLATON TO BE ON SUPPLY SIDE OF
RIVER CROSSING.

3. CITY TO PROVIDE METER WHEN TESTING FOR
LEAKGE.  CONTRACTOR SHALL INSTALL
THREADED PLUGS INTO THE METER ANGLE
VALVES AT TIME OF CONSTRUCTION.

INSPECTION METER

PIT  DETAIL

1/4" X 24"
COPPER TUBING

1/4" MPT X 1/4"
COMP. TUBE

1/4" X FPT X 1/4"FPT
BRASS BALL VALVE

1/4" X 24"
BRASS NIPPLE

3/4" X 1/4"
BRASS BUSHING

3/4" X 3/4"
BRASS STREET 90°

REMOVABLE SAMPLING

FIXTURE FOR INSPECTION

CONTRACTOR SHALL PROVIDE TO
CITY, DO NOT INSTALL IN PIT.




