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HARDWOOD OR CONCRETE — .

BLOCKING AGAINST
UNDISTURBED EARTH

* CREATE A DRY WELL
AROUND HYDRANT

DRAIN USING % YARD OF o
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/-EDGE OF PAVEMENT OR EDGE OF PAVED BERM {
NOTES:
1. FIRE HYDRANT SHALL HAVE A MAXIMUM BURY DEPTH OF 7'-0.
2.  MODIFICATION OF THE HYDRANT LEAD TO MEET THIS
REQUIREMENT SHALL BE MADE IN THE SECTION FROM
VAN LINE | PTMENSION "L" THE VALVE TO THE HYDRANT AS PER STANDARD DETAIL
(MINIMUM) WTRD-10.
6" 35" 3. FIRE HYDRANTS SHALL BE SET A MINIMUM OF 6'-0 FROM ALL DRIVEWAY
v o OPENINGS.
, - 4. A LAYER OF POLYETHYLENE SHEETING REQUIRED BETWEEN
12 39 CONCRETE AND WATERLINE, VALVES, ETC.
16" 42" 5. DEAD-END WATER LINES SHALL TERMINATE WITH A FIRE HYDRANT AND
WATCH VALVE FOLLOWED BY A MAIN LINE VALVE, AN ADDITIONAL SECTION
OF WATER LINE, AND THEN A PLUG & THRUST BLOCK.
EST 1808 STANDARD DETAIL WATER
— | TY OF —
DELAWARE -
DELAWARE TYPICAL HYDRANT SETTING WTRD-9.0
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